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ABSTRACT: The low eﬃciency of organic photovoltaic (OPV) devices has often
been attributed to the strong Coulombic interactions between the electron and hole,
impeding the charge separation process. Recently, it has been argued that by increasing
the dielectric constant of materials used in OPVs, this strong interaction could be
screened. In this work, we report the application of periodic density functional theory
together with the coupled perturbed Kohn−Sham method to calculate the electronic
contribution to the dielectric constant for fullerene C60 derivatives, a ubiquitous class
of molecules in the ﬁeld of OPVs. The results show good agreement with experimental
data when available and also reveal an important undesirable outcome when
manipulating the side chain to maximize the static dielectric constant: in all cases, the
electronic contribution to the dielectric constant decreases as the side chain increases
in size. This information should encourage both theoreticians and experimentalists to further investigate the relevance of
contributions to the dielectric constant from slower processes like vibrations and dipolar reorientations for facilitating the charge
separation, because electronically, enlarging the side chain of conventional fullerene derivatives only lowers the dielectric
constant, and consequently, their electronic dielectric constant is upper bound by the one of C60.
1. INTRODUCTION
Organic photovoltaic (OPV) devices, while currently lacking
the high eﬃciencies of their inorganic counterparts, have key
advantages that make them a promising candidate as an
important renewable energy source for the future. The low
manufacturing costs by using printing tools, suitability to be a
triple green (manufacturing, energy production, recycling)
energy source, ﬂexibility, and low weight are among these
advantages. Even though the eﬃciency of OPVs has increased
from 2.5%1 in 2001 to 13.1% in 2017,2 these devices are still in
need of a breakthrough to compete with silicon PV that is
currently dominating commercially, with its eﬃciencies going
over 26%.3
The lower eﬃciency of OPVs has been attributed to their
excitonic nature:4−6 absorption of light leads to strongly bound
electron−hole pairs called excitons. To create a driving force
toward charge separation in spite of this strong interaction, a
commonly employed method is the use of a bulk hetero-
junction, which is comprised of domains of donor and acceptor
materials. In such devices, excitons must diﬀuse to a donor−
acceptor interface, where the charge separation can occur. The
size of these donor and acceptor domains is an important
consideration for such devices, since too large domains prevent
the excitons to reach an interface due to their limited lifetime,
whereas too small domains prevent the successful transport of
separated charges to their respective electrodes.7,8
Instead of circumventing the problem of strongly bound
excitons by the use of a bulk heterojunction, an alternative
approach suggested by Koster et al.9 is to search for high
dielectric constant materials to solve it. The reasoning is that a
higher dielectric constant would provide a higher screening of
the Coulombic interactions between the charges and therewith
eﬀectively decrease the exciton binding energy and increase the
exciton lifetime. Most solids consisting of organic molecules
have low dielectric constants (εr ≈ 2−4), compared to silicon
(εr = 12).
10 Koster and co-workers have argued that increasing
the dielectric constant would make solar cells with power
conversion eﬃciencies of 20% feasible and that, with a large
enough dielectric constant (εr ≈ 9), the exciton binding energy
would reduce to the thermal energy available at room
temperature (kbT). This would make bulk heterojunctions no
longer necessary, since the absorption of photons would
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directly lead to the creation of free electrons and holes,
essentially bridging the gap between organic and inorganic PVs.
The dielectric constant is a frequency-dependent property. A
system can polarize in response to an electric ﬁeld through
diﬀerent processes at diﬀerent time scales. At high frequencies
(femtosecond time scale), only electrons are able to respond to
a rapidly oscillating electric ﬁeld. This constitutes the electronic
or optical dielectric constant (ϵ∞). In the infrared region, small
movements of nuclei (changing bond lengths, angles) can also
relax the system in response to an electric ﬁeld, giving the
vibrational contribution to the dielectric constant. At a lower
and wider range of frequencies, more elaborate nuclear
movements can take place such as molecular reorientations
and torsional rotations, contributing to the dipolar part of the
dielectric constant. While large molecular reorientations often
only occur in liquids and gases, some degree of torsional
rotations can also occur in solids depending on the ﬂexibility of
these molecules. The overall (static) dielectric constant (ϵ0)
can then be obtained by combining these three contributions.
Experimental work has been done to increase the static
dielectric constant of donor and acceptor materials that are
commonly used in OPVs.4,11−19 One recurring method is to
introduce a ﬂexible and polar ethylene glycol chain to fullerene
derivatives, small molecules, and polymers. These studies have
mostly been focused on maximizing the static dielectric
constant. However, considering that silicon’s high dielectric
constant is fully electronic, it is surprising that the relevance of
the static dielectric constant (i.e., atomic and dipolar
contributions) to the ﬁeld of OPVs is a topic not often
discussed. We believe that more attention must be given to
check whether these slower processes that involve nuclear
motion are fast enough to facilitate the charge separation in
solids. Furthermore, recent work by Torabi et al.20,21 shows
that experimental determination of dielectric constants in thin
ﬁlms can be susceptible to eﬀects of doping and surface
roughness, which can add a degree of uncertainty and
unreliability to the obtained results. While a computational
approach to calculate the dielectric constant is not without
challenges, a successful method could provide the much-needed
insight into how to systematically increase the dielectric
constant to the point where the excitonic behavior of OPVs
could be overcome. Moreover, it could also help distinguish
between contributions to the dielectric constant that are
relevant for OPVs.
Aside from the time scale discussion, the length scale
relevance of the dielectric constant has also been questioned.
The dielectric constant, being a bulk property, becomes
relevant when two charges are separated by a medium large
enough that the screening of electrostatic interactions becomes
proportional to 1/ϵ. Van Duijnen et al.22 have shown that a 1
nm separation is too small for this to occur. However, for
OPVs, Bakulin et al.23 have shown that, upon absorption of a
photon, short-lived delocalized states help the initial separation
of the hole and the electron. Therefore, Coulombic interactions
become important at larger separations, where also the
dielectric constant can be assumed to be relevant.
On the modeling side, Few et al.,24 also interested in the
applications to OPVs, used a coarse-grained theoretical model
in which each fullerene derivative is treated as a single
polarizable site, allowing to investigate large systems be it at a
rather low theoretical detail and chemical speciﬁcity of the
molecules. Heitzer et al.25−28 used two-dimensional (2D)
periodic density functional theory (DFT) to perform dielectric
constant calculations on monolayers of substituted alkene
chains, which are of interest for organic ﬁeld eﬀect transistors
(OFETs), showing impressive dielectric constants up to 13 for
these simple molecules. While these large values are quite
encouraging, we brieﬂy show in the theory section an inherent
problem with calculation of the dielectric constant in 2D
periodic systems that can easily result in large overestimations.
Caleman et al.29 performed molecular dynamics simulations on
a large number of small organic molecules to calculate the
vibrational and dipolar contribution to the dielectric constant
using various force ﬁelds. Their work evidenced the problems
of standard force ﬁelds in reproducing static dielectric constants
even for simple organic molecules.
In this study, we focus on the calculation of the electronic
dielectric constant (ϵ∞). We use three-dimensional (3D)
periodic DFT, as it allows a full quantum-mechanical treatment
of the bulk system. After the geometry and the lattice
parameters are optimized, the dielectric constant is obtained
by the coupled perturbed Kohn−Sham method, which
calculates the analytical second derivative of the energy with
respect to an external electric ﬁeld to obtain the polarizability.30
The polarizability (α) is then related to the dielectric constant







For the calculation of ϵ∞, fullerene C60 derivatives were
chosen, as they are among the most commonly used acceptor
materials due to their optical and electronic properties and
relatively high electron mobility. Increasing the dielectric
constant of these materials while retaining their optical
properties can lead to more eﬃcient solar cells. Fullerene
derivatives used in this study are shown in Figure 1. Phenyl-
C61-butyric acid methyl ester (PCBM) is a well-known and
frequent choice for organic solar cells. Recently, Jahani et al.14
synthesized the fulleropyrrolidines with one and two triethylene
glycol (TEG) chains PTEG-1 and PTEG-2, respectively, and
also the reference molecule PP without the TEG side chain.
They have shown that PTEG-1 and PTEG-2 have increased
dielectric constants with respect to the reference PP molecule.
[6,6]-Phenyl-C61-butyric acid benzyl ester (PCBBz) and [6,6]-
phenyl-C61-butyric acid 2-dimethylamino-5-nitrobenzyl ester
(PCBDN) are two molecules investigated by De Gier et al.32
While PCBBz has a methyl group replaced by a phenyl group
compared to PCBM, PCBDN has also the electron-with-
drawing NO2 and electron-donating NH2 groups in para
position on the phenyl ring to create a large dipole moment.
Two PCBM derivatives with added permanent dipole moments
were also investigated: PCBSF33 containing a sulfone group
and PCBTE−OH34 containing a TEG chain with a terminal
OH group. Another strategy is to incorporate atoms with a high
polarizability like bromine and iodine into the side chain. To
investigate the eﬀects of such atoms, calculations on PCBM-5Br
and PCBM-3I were performed. Five bromine and three iodine
atoms were chosen to retain similar molecular weights. These
atoms were added to the phenyl ring as shown in Figure 1.
The size of the fullerene derivatives (∼100 atoms per
molecule) limits the number of molecules in the unit cell, which
allows a computationally feasible optimization of the atomic
positions and lattice parameters, which is the most expensive
step in our method. Therefore, we suggest to calculate the
dielectric constant using only one molecule in the unit cell. To
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validate the use of a single molecule per unit cell, we performed
calculations on the dielectric constant of ethylene carbonate,
which is chosen for its size, using a diﬀerent number of
molecules per unit cell, which also yield diﬀerent degrees of
amorphousness. We shall show that the number of molecules
per unit cell has a minor eﬀect on the calculated dielectric
constant and that the small variation in the dielectric constant is
mostly due to diﬀerent densities. Using this knowledge, we then
proceed to calculate the dielectric constant of the previously
introduced fullerene derivatives. We show that adding bulkier
side chains only reduces the electronic dielectric constant of
fullerene derivatives, and we discuss the implications.
2. THEORY
In the coupled perturbed method, the eﬀect of an external static
electric ﬁeld (ε0) is added perturbatively to the Hamiltonian.
Expanding the total energy as a perturbative series of the
electric ﬁeld components t, u, and v gives eq 2, where μ, α, β are
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While higher orders can also be calculated, for the purpose of
computing the dielectric constant, eq 2 is truncated at the
second order. Furthermore, on the one hand, the dipole
moment μt and thus the polarization P is ill-deﬁned in a bulk
sample and not used in the periodic directions. On the other
hand, one can deﬁne the change in polarization ΔP as a
macroscopic property, and many bulk properties (polarizability,
piezoelectricity, ferroelectric polarization) can be calculated
with respect to a perturbation.35,36 For the coupled perturbed
method, ΔP with respect to an electric ﬁeld will result in the
second derivative αtu,
30,31 as shown in eq 3








where Dt is the ﬁrst derivative of the unperturbed density
matrix with respect to the tth component of the perturbation,
and Ωu is the uth component of the perturbation matrix. While
Ωu matrix elements can be obtained from the eigenvalues and
eigenvectors of the unperturbed system at almost no computa-
tional cost, calculation of the derivative of the density matrix Dt
is done with an iterative self-consistent procedure.
Polarizability is then linked to the dielectric constant as in eq
1 but this time as a tensor for an anisotropic system, where δtu
is the Kronecker delta:





As discussed above, the dielectric constant becomes relevant
at large separations between the hole and electron, and at such
separations, one could also look at the isotropic dielectric
constant, instead of the anisotropic contributions:
ϵ =





The electronic dielectric constant ϵ∞ can also be calculated
using the ﬁnite ﬁeld method, that is, by applying an electric
ﬁeld.37 To apply an electric ﬁeld in periodic directions, a
sawtooth potential is used. With this method, a supercell that is
3−4 times the size of the unit cell is necessary to guarantee the
convergence of the response ﬁeld, which makes the calculation
signiﬁcantly more expensive. At convergence, ﬁnite ﬁeld
method gives results that agree with the coupled perturbed
method, albeit at a much higher cost. This makes coupled
perturbed Kohn−Sham theory the preferred method, since it
allows the investigation of much larger systems.
The dielectric constant can also be calculated in a 2D
periodic system as was done by Heitzer et al.25−28 for
monolayers. In the nonperiodic direction, the equation relating
the polarizability to the dielectric constant takes a diﬀerent










Figure 1. Fullerene derivatives studied in this work.
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Using this method, Heitzer et al. found substituted alkenes
with dielectric constants up to 13.27 The main diﬀerence
between eq 6 and eq 1 is that, at higher dielectric constants, the
denominator in eq 6 approaches zero, making the equation very
sensitive to changes in polarizability and volume. This
sensitivity is then coupled to the need to decide on the length
of the molecule in the nonperiodic direction, and consequently
the volume, since the length in the nonperiodic direction is not
straightforward to deﬁne. For their monolayers, Heitzer et al.
have chosen this length to be the distance between the terminal
nuclei of the alkenes, thereby neglecting the electron density
beyond the terminal nuclei. Especially with large atoms such as
iodine this is not an obvious choice. Using their deﬁnition of
the length, Heitzer et al. have obtained dielectric constants
between 5 and 13 for diﬀerent substituted alkenes. However, by
adding a van der Waals radius to each terminal atom while
deﬁning the length, all these substituted alkenes give dielectric
constants between 3 and 4 (Supporting Information). This
shows that attempting to maximize the dielectric constant using
eq 6 can be perilous due to its sensitivity, especially at the high
values that might be of interest in the ﬁeld of organic
electronics.
3. METHODS
Periodic quantum chemical calculations were performed with
the CRYSTAL1438 software using atom-centered Gaussian-type
basis sets. While the ethylene carbonate calculations were done
using DFT with the GGA functional PBE, for fullerene
derivatives, the hybrid functional B3LYP was used. GGA
functionals are known to overestimate the polarizability for
large conjugated systems such as fullerenes, and the inclusion of
some Hartree−Fock exchange is known to balance this
problem.39 All ethylene carbonate calculations were done
with the 6-31G(d,p) basis set, and for fullerene derivatives,
geometry and lattice parameter optimizations were done with
6-31G(d,p), and the subsequent cheaper and more basis-set-
dependent polarizability calculations were done using the 6-
311G(d,p) basis set. For iodine and bromine atoms only the 6-
311G(d,p) basis set was used due to the unavailability of the
smaller basis set. The eﬀect of diﬀerent basis sets on the
optimized geometries was found to be negligible. For molecules
containing heavy atoms (Br, I), relativistic eﬀects on the
polarizability were investigated to check whether the use of
nonrelativistic methods is justiﬁed for the calculation of the
dielectric constant, and we found that they have a negligible
eﬀect on the results (Supporting Information). All ϵ∞
calculations were done with the coupled perturbed Kohn−
Sham method. Grimme’s D2 dispersion correction40 was used
for geometry and lattice parameter optimizations. In DFT-D2
theory, every functional has a diﬀerent factor that is commonly
used to scale the dispersion energy. Because of the overbinding
tendency of the D2 dispersion correction for large carbon
systems such as C60 as seen from our results and also reported
by Grimme et al.,41 this scaling factor was altered to obtain
experimental densities. A 4 × 4 × 4 k-point mesh was used in
all calculations with fullerene derivatives.
Ethylene carbonate, due to its small size, was used to test the
eﬀect of the number of molecules per unit cellgoing from a
unit cell with a single molecule to 2, 8, and 36 molecules. The
two-molecule unit cell refers to a crystal structure,42 where the
two molecules are pointing in the opposite directions from each
other as seen in Figure 2b. The other unit cells were obtained
by molecular dynamics (MD) simulations following the scheme
introduced at the end of this section. In the case of 1 molecule
per unit cell, all molecules point in the same direction (Figure
2a). The unit cells with 8 and 36 molecules allow more random
orientations to represent a more amorphous system as seen in
Figure 2c,d. The MD and crystal structure geometries and
lattice parameters were taken as an initial structure for further
optimization with quantum mechanical (QM) methods in the
cases of 1, 2, and 8 molecules per unit cell. The unit cell with 36
molecules was not further optimized with QM methods due to
the high computational cost of the optimization. More
information on the computational details for ethylene
carbonate and the dependence of ϵ∞ on using diﬀerent DFT
functionals or the Hartree−Fock method can be found in the
Supporting Information.
After the computational methods with ethylene carbonate
were established, a similar approach was followed for the
fullerene derivatives shown in Figure 1. From these molecules,
only PCBM43 and C60
44 have known crystal structures (Figure
3), which were optimized in QM. For the rest, as the sizes of
these molecules are quite large, calculations were performed
using unit cells containing only a single fullerene molecule
obtained by MD and later optimized by QM methods. It must
be emphasized that the aim of such an approach is not to
(re)produce experimental crystal structures, but instead, to
obtain structures with reasonable molecular packing that can be
used to calculate the dielectric constant. This approach is
justiﬁed by the fact that our results do not signiﬁcantly depend
on the choice of the unit cell, not only for ethylene carbonate
(Section 4.1) but also for PCBM (Section 4.3), where we ﬁnd
matching results from the experimental crystal structure and the
one molecule unit cell calculations.
Except when crystal structures were available, initial geo-
metries for unit cells were obtained from MD simulations using
the software GROMACS 5.0.7.45 Molecules were placed in a
large unit cell and at a large separation from each other. The
system was then compressed with a high-pressure NPT
simulation, allowing the molecules to form a favorable
morphology, followed by a relaxation at 1 atm. Topologies
for these simulations were obtained from the automated
topology builder (ATB)46 for GROMOS 53A6 force ﬁeld.47
Since these geometries are subsequently quantum mechanically
optimized, the quality of the automatically created topology was
suﬃcient for this purpose.
4. RESULTS AND DISCUSSION
4.1. Ethylene Carbonate. Having a unit cell with multiple
molecules allows multiple mutual orientations in a way to
Figure 2. Unit cells of ethylene carbonate containing 1 (a), 2 (b), 8
(c), and 36 (d) molecules. Molecules from the neighboring unit cells
are shown with thinner lines.
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represent an amorphous system. When the number of
molecules is decreased, the system is forced to resemble
more and more a crystalline structure. First, consequences for
the dielectric constant of going from an amorphous system to a
crystalline one are investigated. The electronic contribution
(ϵ∞) is ∼2 for all diﬀerent box sizes (Table 1). From these
results, we conclude that whether it is an amorphous system or
a crystalline one or whether it is a crystal with all dipoles
pointing in the same direction (#1) or being canceled out by
each other (#2), the isotropic ϵ∞ seems to be mostly
unaﬀected. This observation encourages and justiﬁes the use
of small unit cells to reduce the computational costs when
working with fullerene derivatives.
Observing that all systems give comparable results for ϵ∞, the
eﬀect of density can be investigated by comparing the
calculations performed with the same basis set and functional.
As seen from eq 1, ϵ∞ is related to the volume and
consequently to the density. Figure 4 shows that ϵ∞ is linearly
correlated with the density for a given molecule: A higher
density leads to larger ϵ∞. This knowledge suggests that higher
packing and crystallinity are ideal for maximizing the electronic
dielectric constant.
4.2. Obtaining Accurate Densities for Fullerene
Derivatives. After the methods to be used in this work were
validated, more complicated systems, namely, the fullerene
derivatives, were investigated. Optimizing the lattice parameters
for fullerene derivatives using the conventional DFT-D2 scaling
factor for B3LYP (1.05) led to extremely high densities (∼1.75
g/cm3). This is consistent with what was previously observed
for large carbon systems such as C60.
41 Therefore, the scaling
factor was adjusted to reproduce the experimental crystal
structures for PCBM and C60 (Table 2), which are the only two
molecules in this study with known crystal structures and
densities. A scaling factor of 0.60 was found to give densities
that are in good agreement with the experimental densities, and
thus this scaling factor was used in the subsequent calculations
on the fullerene derivatives. More detailed information on how
the density depends on the scaling factor can be found in the
Supporting Information.
4.3. Dielectric Constant of Fullerene Derivatives. The
dielectric constants of various fullerene derivatives were
calculated using the methods outlined above. Results are
shown in Table 3. The good agreement between the results of
the one molecule unit cell calculation and the crystal structure
of PCBM further corroborates the suitability of using small unit
cells. From all the molecules studied, C60 has the highest ϵ
∞.
This conﬁrms that the high polarizability of fullerene derivatives
is governed by the polarizable nature of the delocalized π
electrons of the C60 moiety. Furthermore, as shown in Figure 5,
there is a clear trend between the size and ϵ∞ of the fullerene
Figure 3. PCBM (a) and C60 (b) crystal structures used in this work.
Table 1. Density ρ (g/cm3) and Dielectric Constant with
Diﬀerent Number of Molecules Per Unit Cell (#)





Figure 4. ϵ∞ vs density plot obtained from various calculations on
ethylene carbonate performed with the same functional/basis set.
Diﬀerent densities obtained by both diﬀerent number of molecules per
unit cell and by optimizing the lattice parameters with diﬀerent scaling
factors for the dispersion correction (More information about the data
points in the Supporting Information).
Table 2. Crystal Densities (g/cm3) with Scaled Dispersion
Correction Factor ( f) and the Experimental Densities
f: 1.05 f: 0.60 expt
PCBM crystal 1.774 1.646 1.62043
C60 crystal 1.754 1.644 1.649
44
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derivatives: The larger the side chain, the lower ϵ∞ will be.
Here the dielectric constant is plotted against the volume of the
unit cell. Considering that the C60 occupies the same volume in
each case, the change in the unit cell volume can be fully
attributed to the side chain.
A similar trend is also seen for the density in Figure 6. C60
has the highest density among the molecules that do not
contain heavy atoms (Br, I), and as the density decreases, ϵ∞
also decreases. The density decreases for fullerene derivatives
due to the mixing of high-density C60 with lower-density side
chains and also because the packing becomes worse compared
to a C60 crystal structure. In the case of PCBM-5Br and PCBM-
3I, densities much higher than the one of C60 are observed,
while their ϵ∞ is comparable to the rest of the molecules. This
is because even though heavy atoms contribute a lot to
increasing the density, their electron density is mostly due to
core electrons, which have a minimal eﬀect on the polarizability.
When the side chain size is plotted against ϵ∞ (Figure 5), these
molecules also ﬁt with the other fullerene derivatives. This
shows that no special behavior is observed by adding heavy
atoms such as iodine or bromine to fullerene derivatives.
Experimental measurement of ϵ∞ by ellipsometry for the
PCBM molecule was done by Guilbert et al.51 Their result of
3.4 is in good agreement with our obtained value of 3.57. For
C60, there are two ellipsometry measurements with somewhat
diﬀerent values (3.6,48 4.0849), and our calculated ϵ∞ lies
between these two measurements (3.83). Another experimental
value of 4.4 ± 0.2 for C60 has been obtained
50 by capacitance
measurements. This value is higher than the ones from
ellipsometry measurements. Ren et al.49 argue that this
diﬀerence is due to the inclusion of the contributions from
phonon absorption in the infrared region with the capacitance
measurements.
Finally, we focus on the diﬀerence between the calculated ϵ∞
and the experimental ϵ0 values when available. ϵ0 measurements
were done at low frequency, so that on top of the electronic
contribution, one would also expect vibrational and dipolar
contributions to the dielectric constant. Therefore, the
diﬀerence column in Table 3 would be a good approximation
for the vibrational and/or dipolar contribution to the dielectric
constant. It can be seen that, for PP, which has the smallest side
chains, the diﬀerence is within the error margin, showing that
there is no or a very small vibrational/dipolar contribution. If
we compare PCBM with PCBDN or PCBSF, both possessing
dipolar functional groups, we see that the diﬀerence increases
from 0.33 to 0.77 and 0.69, respectively. However, most
intriguingly, for molecules containing the highly ﬂexible TEG
chain (PTEG-1, PTEG-2, PCBTE−OH), there is a large
diﬀerence between ϵ∞ and ϵ0 (∼2). It could be argued that,
while for the other molecules only vibrational motion
contributes to the dielectric constant, for TEG-containing
molecules, due to their ﬂexibility, larger-scale dipolar
reorientations give an increased contribution to the static
dielectric constant. The diﬀerence between ϵ∞ and ϵ0 was also
shown experimentally for TEG-containing small molecules,13
where ϵ0 decreases from 8 to 10 to 3−4 at high frequencies.
This dipolar contribution can also be computed using
molecular dynamics simulations and is the subject of further
studies.
5. CONCLUSIONS
Using 3D periodic DFT calculations, the electronic dielectric
constant (ϵ∞) of fullerene derivatives was calculated. It was
shown that ϵ∞ decreases as the side chain size increases.
Furthermore, the diﬀerence between theoretical ϵ∞ and the
experimental static dielectric constant (ϵ0), which can be
considered to be mostly the vibrational/dipolar contribution to
the dielectric constant, increases when ﬂexible molecules
containing TEG chains are used. From these observations, it
could be argued that, to get a high static dielectric constant, side
chains should as much as possible be constituted by groups that
contribute to the vibrational/dipolar part, so that any sacriﬁce
in ϵ∞ due to the “dilution” of C60 is compensated by an
Table 3. Dielectric Constants of Fullerene Derivatives
ρa ϵ∞(calc)b ϵ0(exp)c ϵ0 − ϵ∞ d





PP 1.598 3.66 3.6 ± 0.414 −0.06 ± 0.4
PCBM Crystal 1.646 3.57 3.9 ± 0.114 0.33 ± 0.1
PCBM 1.645 3.57 3.9 ± 0.114 0.33 ± 0.1
PCBBz 1.569 3.37
PCBSF 1.551 3.21 3.9 ± 0.133 0.69 ± 0.1
PCBDN 1.496 3.13 3.9 ± 0.234 0.77 ± 0.2
PCBTE−OH 1.529 3.22 5.0 ± 0.133 1.78 ± 0.1
PTEG-1 1.545 3.31 5.7 ± 0.214 2.39 ± 0.2
PTEG-2 1.435 2.95 5.3 ± 0.214 2.35 ± 0.2
PCBM-5Br 1.790 3.00
PCBM-3I 1.935 3.29
aDensity (g/cm3). bElectronic contributions (ϵ∞) are calculated.
cStatic dielectric constants (ϵ0) are experimental values. dThe ﬁnal
column is the diﬀerence between the two previous columns, which can
be used to approximate the vibrational and dipolar contributions.
Figure 5. ϵ∞ vs the unit cell volume for the fullerene derivatives in
Table 3.
Figure 6. ϵ∞ vs density of the system for molecules in Table 3. R2 is
calculated without PCBM-3I (orange diamond) and PCBM-5Br (blue
diamond).
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increase of vibrational/dipolar contribution to ϵ0. However,
such an approach would only be successful under the
assumption that the vibrational/dipolar contributions occur at
a time scale that is relevant for the working principles of OPVs.
If that is not the case, then smaller side chains would be the
ideal choice to maximize the electronic dielectric constant,
which would also mean that the relevant part of the dielectric
constant of conventional fullerene derivatives are upper bound
by the one of C60.
For prospective work, vibrational/dipolar contributions to
the dielectric constant for fullerene derivatives will be calculated
by molecular dynamics simulations to get an insight into the
time scale of these contributions and to look for ways for
“speeding up” these processes to a time scale more beneﬁcial
for facilitating the charge separation.
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